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LOG OF BORING 33-MW-2 JE Group e ¥
Project Nime:  REMEDIAL INVESTIGATION, VANDENBERG AFB IRP: Basewide Background Sampling j
Projoct Number: 05G 10600 Borchole Number: 33-MW-2 Shee} 1 of 2 l
Borehole Location: N 2101973.28; E 5§775327.81 Elevatica ind Dswm: 78.55  féet, Mean Sea Level
Drilling Contrsctor: Layne Eavironmental Services, Inc. Date Started:  4/13/93 Date Finished: 4/13/93
Drilling Equipmens:  CME-750 Deph(fecty:  40.8 Grbundwaterifeety; 3420
Drilling Method: Hollow Stem Auger Borchole Dismeter: 8 inches
Driller: Dean Plautz &&Tw B?:th(ﬁ): 41.0 a’gx‘g‘umn:
Hammer Information: Logged By: Checked By:
Downhole Hammer: 140-ib and 30-inch drop Adnan Siddiqui Hank Jong
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brown (2.5 Y 5/3), dry, hard, ﬁssde. oxidized in [} 100/3°
places to strong brown, slightly micaceous.

End of boring at 40.75" below ground surface.
Borchole was redrilled with 12° O.D. auger to 41.0°
below ground surface to install a groundwater

well.
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